
 

 
 

 

Technical Data Sheet 
 
 
PROPERTIES: 
Uni-tek is a sprayable adhesive for office chair, mattress and furniture production 
which contains unflammable solvents. 
 
 
SPECIFICATIONS: 
Origin : Synthetic Resin 
Colour : Transparent Yellow, Red, Blue, Green due to request 
Viscosity : 400 (±30) mPas (25°C) 

(*1) 

Density : 1.20(±0,02) gr/cm³ 
Application : With Spray Gun 
Drying Time : One side ~ between 10 second - 2 minute 
 Two side ~ between 10 second - 4 minute 
Storage Time : In original containers ~ 12 months 

Storage Conditions : In original containers between 5-35°C 
(*2) 

 
(*1)

 The specifications can change due to storage conditions. 
(*2)

 Below 15°C and over 25°C the cans can change its shape. 
 
 
APPLICATION:  
Uni-tek is usually applied with nozzle diameter of 1,5mm – 1,8mm using a pressure of 
about 3-6 atm The application area should be over 18ºC not to have problems. Amount 
of the adhesive spreyed and the applied materials type can change the drying time.  
Be sure that the surfaces are clean and dry. Then spray Bea, let it dry, join this side to 
the other and press uniformly. 
To make the adhesion test please wait for 24 hours.  
 
 
WHILE USING THE ADHESIVE IF YOU WILL GET SUSPICIOUS ABOUT SOMETHING 
PLEASE CONTACT WITH OUR TECHNICAL RESPONSIBLES. 
 

 
Note: The present Technical Data Sheet cancels the previous ones about this product.  
The given informations in this Technical Data Sheet based on our experiences and the 
test we did in our laboratories, can not be used as warranty.  
Before using the product please do your own tests under your own operating 
conditions and be sure that if the material is suitable for your product. 
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